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HH40-0280002 
SWIVEL - ELECTRICAL, SWL 4536KG 
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This document contains AMSAFE Bridport Ltd's CONFIDENTIAL PROPRIETARY INFORMATION. 
No intellectual property right or licence is granted by AMSAFE Bridport Ltd in connection 
with it. It is delivered on the express condition that the document and the information 
contained in it shall be treated as confidential, shall not be used for any purpose other 
than that for which it is hereby delivered (the use and maintenance of the product 
supplied). It shall not be disclosed in whole or part to third parties and shall not be 
duplicated in any manner without AMSAFE Bridport Ltd's prior written consent. 
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18/02/2016 


DATE 


1670-99-871-6704 


NOTES: 
1 APPROVED SUPPLIER-DART AEROSPACE LTD. 
MANUFACTURER`S PN. SWA10A-2, ISSUE 2. 
2 DESIGN LOADS:SWL :4,536kg 
PROOF :13,041kg 
ULTIMATE:19,505kg 
MANUFACTURER`S SWL :10,000lbs 
3 DRAWING NOT FOR MANUFACTURE. 
INSPECTION PURPOSE ONLY 
4 TOLERANCES: LINEAR: ±0.5 U.O.S 
5 ARTICFLEX 2-14 AWG FLEXIBLE BLACK CABLE, CABLE 
DIMENSIONS SHOWN ARE AS SUPPLIED, THESE ARE 
CUT TO REQUIRED LENGTH DURING ASSEMBLY. 
6 MANUFACTURER`S INFORMATION LABEL TO INCLUDE 
IDENTITY,MODEL NO,SERIAL NO & CAPACITY (SWL). 
7 DESIGN AUTHORITY PN. HH40-0280002. 
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